To:

STATE CORPORATION COMMISSION
CONSERVATION DIVISION - PLUGGING SECTION
200 COLORADO DERBY BUILDING
WICHITA, KANSAS 67202

TECHNICIAN'S PLUGGING REPORT

Operator License #: 9988
Operator: HIGHTOWER OIL & GAS
Address: 3937 Palmer Ranch Blvd
Colorado Springs, Colorado 80906

API Number 15-
SE, SEC. 1, T 5 S, R 22 W
1940 feet from NE section line
2310 feet from SW section line
Well Total Depth 3307 feet
Conductor Pipe: Size feet
Surface Casing: Size 8 5/8 feet 257
Abandoned Oil Well X Gas Well ___ Input Well __ SWD Well ___ D&A ___

Other wells as hereinafter indicated:

Plugging Contractor: NICHOLAS CASING PULLING cc
Address: Box 372 GENESEO, KANSAS 67444

Company to plug at: Hour: AM Day: 27 Month: 12 Year: 19 "84

Plugging proposal received from ALLEN NICHOLAS

(Company name) NICHOLAS CASING PULLING cc
(phone) 303-596-6680
were: 4 1/2" 3506 1/2 sand. Washed and cut out. Radial cut was extended to 3270.
Washout and washout cut out. Shut off Recorder Pipe - recorded 24 1/2". Hit casing.

Call for top plug - order. 120 bar and 300 psi. 8 5/8 - 700# composition plug. 1-8%

Bottom plug by casing.

Plugging Proposal Received by Carl Goodwin
(TECHNICIAN)

Plugging Operations attended by Agent: All X Part ___ None ___

Operations Completed: Hour: 10 AM Day: 27 Month: 12 Year: 19 "84

ACTUAL PLUGGING REPORT:

Cutting plug - 4 1/2" 3506 1/2 sand to 3270 - 4 1/2" 3506 1/2 sand with washout - Top plug - 8 5/8 - 400# setting plug - 335 psi gel - 700# cement mix - 3 1/2# cement per 100# setting cement.

Bottom plug by casing.

Remarks:

[i] (did/did not) observe this plugging.

Signed Carl Goodwin
(TECHNICIAN)

INV. NO. 6520

STATE CORPORATION COMMISSION
Wichita, Kansas

Form CP-2/3
Rev. 01-84