WELL PLUGGING RECORD
K.A.R. - 82-3-117

STATE CORPORATION COMMISSION
STATE OF KANSAS
130 S. Market, Room 2078
Wichita, KS 67202

WELL NUMBER 4-4

NOTICE: Fill out completely and return to Cons. Div. office within 30 days.

LEASE NAME Hansen

Charater of Well Oil

SPOT LOCATION NE - NW - SW4

DATE WELL COMPLETED 1-5-98

DATE PLUGGING COMMENCED 1-5-98

DESCRIPTION OF PLUGGING

The plugging proposal was approved on 10-8-97

by David K. Wann

(KCC District Agent's Name)

Is ACO-1 filed? No

Producing Formation(s) Regan Sand

Depth to Top 3623 Bottom 3629 T.D. 3680

Show depth and thickness of all water, oil and gas formations.

OIL, GAS OR WATER RECORDS

<table>
<thead>
<tr>
<th>FORMATION</th>
<th>CONTENT</th>
<th>FROM</th>
<th>TO</th>
<th>SIZE</th>
<th>PUT IN</th>
<th>PULL OUT</th>
</tr>
</thead>
<tbody>
<tr>
<td>Regan Sand</td>
<td>Oil</td>
<td>3623</td>
<td>3629</td>
<td>41/2</td>
<td>3680</td>
<td>0</td>
</tr>
</tbody>
</table>

Described in detail the manner in which the well was plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same and depth placed, from feet to feet each set.

Run tubing to 1800', mix 450# huls & Circulat 100 sk. cements. Pulled tubing & hook onto 41/2 & put in 65 sk. cement. Then tied onto 55/8' put in 50# huls & 35 sk. cement. Had 200 lbs. pres. when shutting.

(Case of additional description is necessary, use BACK of this form.)

Name of Plugging Contractor Allied Cementing

Signature

Subscribed and sworn to before me this 17th day of January, 1998

Notary Public

My Commission Expires: Jul 1, 2000

Form CP-4 Revised 12-92