WELL PLUGGING RECORD

Name of Conservation Agent who supervised plugging of this well: M. A. Rivers

<table>
<thead>
<tr>
<th>Formation</th>
<th>Content</th>
<th>From</th>
<th>To</th>
<th>Size</th>
<th>Put In</th>
<th>Pulled Out</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>8/5/8</td>
<td>187'</td>
<td></td>
<td></td>
<td>None</td>
</tr>
</tbody>
</table>

Describe in detail the manner in which the well was plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same and depth placed, from feet to feet for each plug set:

- Filled hole with heavy mud to 180' - Bottom plug @ 180' - 15 sacks cement through drill pipe - filled hole to 20' with heavy mud - top plug @ 20' - tied to surface pipe - 10 sacks cement.

Correspondence regarding this well should be addressed to: Wilcox Oil Co.

Tulsa, Okla.

STATE OF KANSAS

C. L. Roberts (employee of owner) or (owner or operator) of the above-described well, being first duly sworn on oath, says: That I have knowledge of the facts, statements, and matters herein contained and the log of the above-described well as filed and that the same are true and correct. So help me God.

(Signature)

Russo, Kansas

Address:

Subscribed and Sworn to before me this 22nd day of March, 1948

Notary Public