WELL PLUGGING RECORD

Name of Conservation Agent who supervised plugging of this well: Bill Nichols

FORMATION | CONTENT | FROM | TO | SIZE | PUT IN | PULLED OUT
--- | --- | --- | --- | --- | --- | ---
8 5/8" | 310' | none

Describe in detail the manner in which the well was plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same and depth placed, from _______ feet to _______ feet for each plug set.

Plug @ 1275' w/100 sxs. 50/50 Poz.
Plug @ 340' w/25 sxs. 50/50 Poz.
Plug @ 40' w/5 sxs. Halls 10 sxs. 50/50 Poz.

STATE CORPORATION COMMISSION
JAN 11, 1971
CONSERVATION DIVISION
Wichita, Kansas

Name of Plugging Contractor: Leben Drilling, Inc.
Address: P.O. Box 486, Great Bend, Kansas

STATE OF Kansas
COUNTY OF Barton

James R. Rodgers

(employee of owner) or (owner or operator) of the above-described well, being first duly sworn on oath, says: That I have knowledge of the facts, statements, and matters herein contained and the log of the above-described well as filed and that the same are true and correct. So help me God.

(Signature)

P.O. Box 486, Great Bend, Kansas

Notary Public

My commission expires: November 13, 1973