WELL PLUGGING RECORD

Name of Conservation Agent who supervised plugging of this well: Ballenger
Producing formation: 
Depth to top: 
Bottom: 
Total Depth of Well: 385'

OIL, GAS OR WATER RECORDS

<table>
<thead>
<tr>
<th>FORMATION</th>
<th>CONTENT</th>
<th>FROM</th>
<th>TO</th>
<th>SIZE</th>
<th>PUT IN</th>
<th>PULLED OUT</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>3/4&quot;</td>
<td>350</td>
<td>3919</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>2&quot;</td>
<td>1029</td>
<td></td>
</tr>
</tbody>
</table>

Describe in detail the manner in which the well was plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same and depth placed, from feet to feet for each plug set.


PLUGGING COMPLETE.

STATE: KANSAS COUNTY: CHASE, KANSAS

Name of Plugging Contractor: KEISLER CASING PULLING

(If additional description is necessary, use back of this sheet) 10-1-79

SUBSCRIBED AND SWORN TO before me this 27th day of 1983

My commission expires 1-1-83

MARGARET MELCHER
Notary Public