WELL PLUGGING RECORD

Name of Conservation Agent who supervised plugging of this well: Eldon Petty
Producing formation: Depth to top: Bottom: Total Depth of Well: 3485 Feet
Show depth and thickness of all water, oil and gas formations.

OIL, GAS OR WATER RECORDS

FORMATION CONTENT FROM TO SIZE PUT IN PULLED OUT
8 5/8' 188' 8,1-68

RECEIVED
STATE CORPORATION COMMISSION
AUG 1 1968
CONSERVATION DIVISION
Wichita, Kansas

Describe in detail the manner in which the well was plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same and depth placed, from feet to feet for each plug set.

8 5/8' 188' circulated with cement.
Circulated hole with heavy mud, set cementing plug at 550', displaced 20 sacks cement through drill pipe, heavy mud to 180', set plug and displaced 20 sacks cement through drill pipe, heavy mud to 40', set plug, 1/2 sack Huls and filled to bottom cellar with cement.

Name of Plugging Contractor: National Drilling Company
Address: 535 Petroleum Building Wichita, Kansas

STATE OF Kansas, COUNTY OF Sedgwick
(Signature of owner) or (owner or operator) of the above-described well, being first duly sworn on oath, says: That I have knowledge of the facts, statements, and matters herein contained and the log of the above-described well as filed and that the same are true and correct. So help me God. (Signature)

My commission expires: Nov. 5, 1971

Notary Public.