KANSAS CORPORATION COMMISSION
OIL & GAS CONSERVATION DIVISION
WELL PLUGGING RECORD
K.A.R. 82-3-117

API Number: 15-159-01925-00-00
Lease Name: J.R. Lansing "A"
Well Number: 2

'Spot Location (OOQQ): SE NE SW
1650 Feet from North / X South Section Line
3639 2310 Feet from East / X West Section Line
Sec. 25 Twp. 18 S. R. 8 E East / X West
County: Rice

Plugging Commenced: 7-25-05
Plugging Completed: 7-26-05

Show depth and thickness of all water, oil and gas formations.

<table>
<thead>
<tr>
<th>Formation</th>
<th>Content</th>
<th>From</th>
<th>To</th>
<th>Size</th>
<th>Put In</th>
<th>Pulled Out</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Describe in detail the manner in which the well is plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same depth placed, from ______ feet to ______ feet each set.

Plugged off bottom with sand to 3100' and 7 sacks cement. Perforated well @1050', 700' and 260'. Ran 2-3/8" tubing to 1050', pumped 50 sacks cement, pulled up to 700', pumped 50 sacks cement, pulled up to 260' & circulated to surface with 60 sacks. Tied onto 7", pumped 70 sacks, 60/40 pos, 4% gel.

Name of Plugging Contractor: Mike's Testing & Salvage, Inc. License #: 31529

Notice: Fill out COMPLETELY and return to Conservation Division at the address below within 30 days from plugging date.

Date Well Completed:

Plugging complete

Mail to: KCC - Conservation Division, 130 S. Market - Room 2076, Wichita, Kansas 67202