<table>
<thead>
<tr>
<th>Time on:</th>
<th>4:15 PM</th>
<th>Time off:</th>
<th>4:15 PM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Oil Level</td>
<td>B. S. &amp; W.</td>
<td>Oil Level</td>
<td>B. S. &amp; W.</td>
</tr>
<tr>
<td>Gun Bbl.</td>
<td>2</td>
<td>200</td>
<td>3</td>
</tr>
<tr>
<td>Settling Tank</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Top Prod. Horizon</td>
<td>326.6</td>
<td>Ft. Total Depth</td>
<td>3210</td>
</tr>
<tr>
<td>Perforations</td>
<td></td>
<td>to</td>
<td></td>
</tr>
<tr>
<td>Size of Casing</td>
<td>5/8</td>
<td>Set at</td>
<td>3309</td>
</tr>
<tr>
<td>Size of Tubing</td>
<td>2 1/2</td>
<td>Set at</td>
<td>3265</td>
</tr>
<tr>
<td>Size of Pump</td>
<td>2</td>
<td>Type</td>
<td>Insert</td>
</tr>
<tr>
<td>Gravity of Oil</td>
<td></td>
<td></td>
<td>23°</td>
</tr>
<tr>
<td>Percentage of Water</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Test Data</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Temporary</td>
<td></td>
<td>Permanent</td>
<td>Field</td>
</tr>
<tr>
<td>Flowing</td>
<td></td>
<td>Swabbing</td>
<td>Pumping</td>
</tr>
<tr>
<td>Length of Stroke</td>
<td>64</td>
<td>In.</td>
<td>S. P. M.</td>
</tr>
<tr>
<td>Pretest Information</td>
<td></td>
<td>SW - SE - SE</td>
<td></td>
</tr>
<tr>
<td>Hours pumped</td>
<td>24</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Bbls. Produced</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Tank Tables Used</td>
<td></td>
<td>Est.</td>
<td>1.67</td>
</tr>
<tr>
<td>Checked by:</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>