KANSAS CORPORATION COMMISSION
OIL & GAS CONSERVATION DIVISION
WELL PLUGGING RECORD
K.A.R. 82-3-117

API Number: 15 - 131-20186-00-00
Lease Name: Mauersberger
Well Number: 15 - 14
Spot Location (QQQQ): SE - NW - SW - SE
810 Feet from North / South Section Line
2130 Feet from East / West Section Line
Sec. 14  Twp. 4  S. R. 14  East / West
County: Nemaha
Date Well Completed: 8-10-04
Plugging Commenced: 1-05-06
Plugging Completed: 1-09-06

Show depth and thickness of all water, oil and gas formations.

<table>
<thead>
<tr>
<th>Oil, Gas or Water Records</th>
<th>Casing Record (Surface Conductor &amp; Production)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Formation</td>
<td>From</td>
</tr>
<tr>
<td>Surface</td>
<td>GL</td>
</tr>
<tr>
<td>Production</td>
<td>GL</td>
</tr>
</tbody>
</table>

Describe in detail the manner in which the well is plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same depth placed from (bottom), to (top) for each plug set.

On 1-05-06, ran tubing and tagged at 2557'. Pumped 40 bbls of water and 65 sx of Class A cement with 1 sx of cottonseed hulls. Cement was from 1990' to 2551' and gel from 300' to 1990'). On 1-09-06, shot casing at 1105' and pulled casing to 299'. Loaded hole and mixed and pumped 85 sx of Class A cement. Circulated cement to surface and pulled casing.

Mail to: KCC - Conservation Division, 130 S. Market - Room 2078, Wichita, Kansas 67202

LILIA M. CLARK
Notary Public

My Commission Expires: 12-21-07

December 2003
Type or Print on this Form
All blanks must be filled