# WELL PLUGGING RECORD

**STATE OF KANSAS**
**STATE CORPORATION COMMISSION**
200 Colorado Derby Building
Wichita, Kansas 67202

---

**WELL PLUGGING RECORD**
K.A.R.-82-3-117

---

**API NUMBER**
15-163-20,482—66-10

---

**LEASE NAME**
McFullen "A"

---

**WELL NUMBER**
1

---

**LENGTH FROM S SECTION LINE**
3630 Ft.

---

**LENGTH FROM E SECTION LINE**
4950 Ft.

---

**SEC. 34 TWP. 85 RGE. 17**

---

**COUNTY**
Rooks

---

**DATE WELLE COMPLETED**
2/14/73

---

**PLUGGING COMPLETED**
11/28/89

---

**PLUGGING COMPLETED**
11/30/89

---

**CHARACTER OF WELL**
DGA

---

**OIL, GAS OR WATER RECORDS**

<table>
<thead>
<tr>
<th>Formation</th>
<th>Content</th>
<th>From</th>
<th>To</th>
<th>Size</th>
<th>Put in</th>
<th>Pulled out</th>
</tr>
</thead>
<tbody>
<tr>
<td>8 5/8&quot;</td>
<td></td>
<td>207</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>5 1/2&quot;</td>
<td></td>
<td>3451</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

Describe in detail the manner in which the well was plugged, indicating where the mud fluid was placed and the method or methods used in introducing it into the hole. If cement or other plugs were used, state the character of same and depth placed, from feet to feet each.
#1 McMullen "A"
Sec. 34-8S-17W
Rooks County, Kansas

WELL PLUGGING RECORD --- PAGE 2

11/28/89 Halliburton tied on to back side, pumped 12 sacks 60-40 pozmix cement in. Shut in at 400# pressure. Tied on to 5 1/2" casing, pumped 50 sacks 60-40 pozmix cement, then started 500# of cotton seed hulls and 213 sacks of 60-40 pozmix at 350# max pressure. Shut in at 100#.

11/30/89 Halliburton ran wire line to top of cement in casing. Found cement at 722'. Dumped 4 yards ready mix cement in casing & filled to surface. Cut surface pipe off 5' below ground level.