TO:
STATE CORPORATION COMMISSION
CONSERVATION DIVISION - PLUGGING
130 SOUTH MARKET, SUITE 2078
WICHITA, KANSAS 67202

Operator License No.: 30717
Op Name: DOWNING-NELSON OIL CO INC
Address: PO BOX 372
HAYS, KS 67601

API Well Number: 15-051-23767-00-01
Spot: SWNESW
Sec/Twnshp/Rge: 18-13S-20W
1650 feet from S Section Line,
3630 feet from E Section Line
Well #: 1
Lease Name: LANG B
County: ELLIS
Total Vertical Depth: 3922 feet

<table>
<thead>
<tr>
<th>String</th>
<th>Size</th>
<th>Depth (ft)</th>
<th>Pulled (ft)</th>
<th>Comment</th>
</tr>
</thead>
<tbody>
<tr>
<td>PROD</td>
<td>5.5</td>
<td>3920</td>
<td>0</td>
<td>w/175 sxs cmt</td>
</tr>
<tr>
<td>SURF</td>
<td>8.625</td>
<td>806</td>
<td>0</td>
<td>w/330 sxs cmt</td>
</tr>
</tbody>
</table>

Well Type: OIL
UIC Docket No: Proposed Plugging Method:
Plug Co. License No: 31925 Plug Co. Name: QUALITY WELL SERVICE, INC.
Proposal Recvd. from: RICHARD MCINTYRE
Company: QUALITY WELL SERVICE, INC.
Phone: (620) 727-3410

Plugging Proposal Received By: JAY PFEIFER
Date/Time Plugging Completed: 06/21/2006 12:00 PM
Witness Type: COMPLETE (100%)
KCC Agent: ROGER MOSES

Actual Plugging Report:
Pipe pullers sanded well off to 3610’ w/5 sxs cement.
Cut casing at 1600’ - would not free up - pumped 75 sxs cement.
Cut casing at 800’ - would not free up - pumped 40 sxs cement.
Cut casing at 150’ - circulated with 50 sxs cement - cellar full.
Total of 170 sxs 60/40 pozmix - 10% gel.

Remarks: ALLIED CEMENTING COMPANY.
Plugged through: CSG

District: 04

Signed

TECHNICIAN

RECEIVED
JUN 3 0 2006
KCC WICHITA

JUN 26 2006
<table>
<thead>
<tr>
<th>LOG</th>
<th>Topa</th>
<th>Depth/Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>ANH</td>
<td>1563+566</td>
<td></td>
</tr>
<tr>
<td>B/ANH</td>
<td>1606+623</td>
<td></td>
</tr>
<tr>
<td>TOP</td>
<td>3262-1033</td>
<td></td>
</tr>
<tr>
<td>HEEB</td>
<td>3489-1260</td>
<td></td>
</tr>
<tr>
<td>TOR</td>
<td>3509-1280</td>
<td></td>
</tr>
<tr>
<td>LANS</td>
<td>3527-1298</td>
<td></td>
</tr>
<tr>
<td>BKC</td>
<td>3775-1546</td>
<td></td>
</tr>
<tr>
<td>MARIM</td>
<td>3834-1605</td>
<td></td>
</tr>
<tr>
<td>ARB</td>
<td>3906-1677</td>
<td></td>
</tr>
<tr>
<td>RTD</td>
<td>3922-1693</td>
<td></td>
</tr>
</tbody>
</table>

API 15-051-23,767
8 5/8" 806/3305X; 5 1/2" 3923/1755X
DST (1) 3530-3580 (LKC) / 45-60-45-60, REC 300' SW, SIP 496-496, FP 58-92 / 109-159#, HP 1931-1930#
DST (2) 3595-3922 (PENN, ARB) / 30-60-30-60, 330' GP, REC 630' CL GSV OIL, SIP 949-908#, FP 92-143 / 185-227#
MICT - CO, PF (ARB) 3910-20, SWB DWN, GSO, NAT, POP, P 30 BO & 2.5 BWPD, 2/16/84