6 031081

STATE CORPORATION COMMISSION
CONSERVATION DIVISION - PLUGGING SECTION
200 COLORADO DERBY BUILDING
WICHITA, KANSAS 67202

TECHNICIAN'S PLUGGING REPORT

Operator License # 5447

Operator: Oxy USA
Name & Address: 3545 NW 58th St.
Oklahoma City, Oklahoma 73112

Abandoned Oil Well X Gas Well Input Well SWD Well U&A

Other well as hereinafter indicated

Plugging Contractor Halliburton License Number

Address Oberlin, Ks.

Company to plug at: Hour PM Day: 21 Month: April Year: 19 88

Plugging proposal received from Mr. Pringle

(company name) Oxy (phone)

were: 8 5/8" set at 225' w/175 sks cwc 5½" set at 3700' w/125 sks.

PTTD 3669', Perf 3645' - 65'. Shots in Anhy at 1880' and below Dakota at 9900'.

Order 300 sks Cement Blend w/6 sks Hulls, Halliburton Cement Co., Wellbroom Water Trucks.

Plugging Proposal Received by Carl Goodrow (TECHNICIAN)

Plugging Operations attended by Agent?: All X Part None
Operations Completed: Hour: 3:15 PM Day: 21 Month: April Year: 19 88

ACTUAL PLUGGING REPORT: Squeezed 5½" casing w/175 sks cement w/5 sks Hulls mixed in

Last 75 sks cement to Max Psi 600#. Close in Psi 550#.
Squeezed 8 5/8" w/25 sks and 1 sk Hulls to Max Psi 400#.
Close in Psi 150#. Plug complete.

Remarks: (If additional description is necessary, use BACK of this form.)

I did observe this plugging.

DATE 5-19-88

INV. NO. 20782

Form CP-2/J Rev. 01-84