FOR KCC USE:

EFFECTIVE DATE: 8/17/05

LAYOUT: YES/NO

Must be approved by the K.C.C. sixty (60) days prior to commencing work.

Expected Spud (Starting) Date 09/15/05

OPERATION: License # 2717

Colora Interstate Gas

Name: Dave Anderson

City/State/Zip: (719) 388-5711

Contact Person: 32437

CONTRACTOR: License #: CIG 1-4223

The Loftis Company

Type Drilling Equipment: X, Mud Rotary, Cable

X, Air Rotary, Other

CONSTRUCTION FEATURES

Length of Cathodic Surface (Monopile) casing

Planned to be sent: 120 ft.

Length of conductor pipe (if any): 300 ft.

Size of the borehole (I.D.): 12.5"

Cathodic surface casing size: 6"

Cathodic surface casing changeover and cut off below of:

\[ \frac{\pi}{2} \times 12.5 \times 6^2 \]

Cathodic surface casing will terminate at:

Above surface

Surface Vault... Below Surface Vault

Pilot casing adapter will be used:

Yes/No at depth: 220 ft.

Arnode installation depth areas:

220 ft.

230 ft.

240 ft.

250 ft.

260 ft.

270 ft.

280 ft.

290 ft.

300 ft.

310 ft.

320 ft.

330 ft.

340 ft.

350 ft.

360 ft.

370 ft.

380 ft.

390 ft.

400 ft.

410 ft.

AFFIDAVIT

The undersigned hereby states that the drilling, completion and eventual plugging of this well will comply with K.C.C. 55-101 et seq. It is agreed that the following minimum requirements will be met:

1. Notify the appropriate district office prior to spudding of and again before plugging well;

2. A copy of this affidavit must be posted on each drilling rig;

3. The minimum amount of cathodic surface casing as specified below shall be set by grouting to the top;

4. An agreement between the operator and the district office on plugging and cementing procedure necessary prior to plugging;

5. The appropriate district office will be notified before well is either plugged or casing is grouted in;

6. To ALL CASES, NOTIFY DISTRICT OFFICE PRIOR TO ANY CEMENTING.

I hereby certify that the statements made herein are true to the best of my knowledge and belief.

Date: 07/11/2005 Signature of Operator or Agent

RECEIVED

AUG 1 1998

KCC WICHITA

FOR KCC USE:

API # 15

1275 208 2400 00

14-1-2

Cementing contractor equipment ordered 2400 feet approved by:

ARK 01-06

MANUFACTURER:

File Drill its Application (form CG-3) with intent to install:

- File Completion Form CG-2 within 30 days of smud date;

- Submit appropriate district office 40 hours prior to workover or re-entry;

- Submit plugging reports (CG-4) within 40 days after plugging is complete.

Mail To: KCC - Conservation Division, 501 E. Market - Room 707, Wichita, Kansas 67202-1286.