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GENERAL GEOLOGY

Pawnee County covers an area of approximately 755 mi” (1,955 km?) (McLaughlin, 1949), of which about 0.38
mi” (0.98 km?), or 0.05%, is surface water. The surficial sedimentary rocks are Cretaceous to Neogene in age and
are dominated by shales, chalky shales, chalks, chalky limestones, and some sandstone. The dip of the strata is
generally to the west. The oldest rocks exposed in the area—from the Dakota Formation—were deposited in a
near-shore environment that was subsequently covered by seas represented by the deposition of the Graneros
Shale, Greenhorn Limestone, and Carlile Shale (McLaughlin, 1949). The Ogallala Formation, the youngest unit,
was deposited by streams that carried debris from the Rocky Mountains (McLaughlin, 1949). The unconformity
between the Cretaceous and Neogene rocks represents a period of erosion and/or non-deposition that lasted about
75 million years. Unconsolidated materials overlying the Neogene and Cretaceous rocks—Iloess, sheet sand, dune
sand, playa deposits, terraces, and alluvium—are Pleistocene and Holocene in age. Currently, alluvium is being
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Pawnee County is represented by three physiographic regions: the Smoky Hills, High Plains, and Arkansas River
Lowlands. The area north of the Pawnee River lies within the Smoky Hills (Schoewe, 1949), which take their
name from the haze that sometimes forms in the valleys in the early morning (Kansas Geological Survey, 2014a).
The southwest portion of the county lies within the High Plains physiographic region. The Arkansas River
Lowlands, roughly defined as the area southeast of the Arkansas River, was created by fluvial erosion and
deposition over the past 10 million years (McLaughlin, 1949; Schoewe, 1949). Pawnee County is relatively flat
and has maximum topographic relief of about 380 ft (116 m) (McLaughlin, 1949). The highest topographic area
(approximately 2,300 ft [701 m]) is located in the southwest part of the county. The lowest elevation
(approximately 1,920 ft [585 m]) occurs where the Arkansas River exits the county at the Barton-Pawnee county
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Alluvium—Alluvial sediments of the major rivers and smaller streams are Holocene in age and are composed of
sand, gravel, silt, and clay (McLaughlin, 1949). In the Pawnee River valley, the upper part of the alluvium
consists primarily of clay with some sand and silt. Thicknesses range from 15 to 50 ft (5 to 15 m) but average
about 30 ft (9 m). A thick deposit of sand and gravel lying beneath the upper clay deposits yields large quantities
of water to wells in the valley. The total thickness of the Pawnee River alluvium ranges from 65 to 138 ft (20 to
42 m), with an average thickness of 105 ft (32 m) (McLaughlin, 1949). In contrast to the Pawnee River alluvium,
Qal the Arkansas River alluvium contains no thick clay deposits, although localized clay layers may occur. The
Arkansas River alluvium contains sandy soils overlying thick beds of sand and gravel. As a result, the recharge
rate of wells is greater in the Arkansas River valley than in the Pawnee River valley. The Arkansas River
alluvium ranges from 18- to 135-ft (6- to 41-m) thick, with an average thickness of about 61 ft (19 m)
(McLaughlin, 1949).

LOCATION DIAGRAM

Index to 1:24,000-scale USGS quadrangle maps Explanation

Boundaries and Locations

===—==== County line

L < — Township/range line

Section line

& — - — - National historic site boundary
A A' Geologic cross section

OLarned County seat

|
I
S ?L ORozel Other incorporated city

Upland intermittent lake (playa) deposits—Shallow basins, also known as playas or buffalo wallows, have
developed in the upland loess deposits, mainly south of the Pawnee River. The origin of these features is usually
attributed to wind deflation, animal activity, dissolution, or some combination of these processes. The age of the
playas probably ranges from late Pleistocene to Holocene. Playa basins range in size from less than an acre to tens
of acres. The basin fill consists of re-deposited silt and fine sand from the loess. In the larger basins, a caliche
layer typically develops a few feet below the basin floor. The average thickness of the basin fill is approximately
6 ft (2 m).

EDWARDS CO

Eolian dune sand—Inactive sand dunes are present in much of the area south of the Arkansas River in Pawnee
County and are Pleistocene to Holocene in age. The dune areas closest to the Arkansas River are grass-covered,
moderately steep, irregular hills surrounding relatively small, undrained basins. A few active dunes may occur
locally. The dune sand is composed of moderately well-rounded fragments of quartz with lesser amounts of silt
and clay and is mostly derived from the Arkansas River valley (McLaughlin, 1949; Arbogast, 1998). The
thickness of the dunes ranges up to 50 ft (15 m) (McLaughlin, 1949).
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Sheet sand—The sheet sands are older remnants of the sand-dune topography characterized by a much flatter
surface of broad, undulating swells and swales. The sheet sands have developed a thick, heavy soil that is
extensively cultivated (McLaughlin, 1949). The thickness of the sheet sands is approximately 12 ft (4 m).
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Active sand—Active sand areas are being reworked and re-deposited by wind. Active sand areas are typically
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Loess—Uplands in the county are mantled by loess composed of wind-deposited silt and minor amounts of clay
and fine sand. The loess is calcareous and buff in color. The age of the loess ranges from late Pleistocene to

N Holocene. It has an average thickness of about 6 to 10 ft (2 to 3 m).
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Geologic Unit Boundaries Pawnee County and occurs along the Pawnee and Arkansas rivers. The fill consists of light-tan to brown clay and

Qt, silt containing some caliche and interbedded fine to coarse sand with some gravel. Clays are blocky and typically
brown, but range in color from white to bright green and blue. Silt is poorly consolidated except where cemented
by calcium carbonate. Sand and gravel are poorly sorted, containing fragments of sandstone, limestone, and
ironstone derived from weathering of the Greenhorn Limestone, Carlile Shale, and Dakota Formation
(McLaughlin, 1949). Two terraces (Qt; and Qt,) within the Pawnee River valley have been differentiated and lie
20 ft (6 m) (Qt;) and 50 ft (15 m) (Qt,) above the valley floor (McLaughlin, 1949; Mandel, 1994).
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Ogallala Formation—The Ogallala Formation is Miocene and earliest Pliocene in age and is composed of silt,
sand, and gravel sediments transported by streams flowing eastward from the Rocky Mountains. These sediments
are variously cemented (ranging from unconsolidated to caliche-type deposits) with calcium carbonate.
Throughout the Ogallala, thick caliche beds, referred to regionally as “mortar beds,” are irregularly and
discontinuously exposed (Moss, 1932). Silt dominates the Ogallala and commonly occurs in poorly sorted and
lenticular bodies. Thin, isolated outcrops of Ogallala occur only in the extreme southwest corner of the county.
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(Environmental Systems Research Institute, Inc.).
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Carlile Shale—The Cretaceous Carlile Shale is composed of three members, in ascending order: the Fairport

Chalk Member, the Blue Hill Shale Member, and the Codell Sandstone Member. The Blue Hill Shale Member
and the Codell Sandstone Member have not been observed in the county (McLaughlin, 1949; Hattin, 1962;
McKellar, 1962; Wallace and Nelson, 1988). The Fairport Chalk Member is an olive-gray to dark-gray, blocky,
fossiliferous, chalky shale with flat concretions intercalated with chalk and chalky limestone beds and a few thin
bentonite beds (Moss, 1932; Hattin, 1962). Thicker, more resistant beds of chalky limestone are more common
near the base of the Fairport chalk and form small benches. The upper beds erode more easily and form rounded,
soil-covered hills (Fishel, 1952). Outcrops occur along stream valleys in the northern part of the county. The total
thickness of the Carlile Shale in Pawnee County is hard to determine because of poor exposures, but nowhere is it
believed to be more than 100 ft (30 m) thick (McLaughlin, 1949).
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Graneros Shale and Greenhorn Limestone—In Pawnee County, the Graneros Shale and Greenhorn Limestone
are poorly exposed and undifferentiated. The Graneros Shale is a dark-gray to black, fissile, argillaceous shale
that may contain sandy shale and sandstone (McLaughlin, 1949). Where the Graneros crops out in north-central
and west-central Kansas, the thickness ranges from 24 to 40 ft (7 to 12 m), averaging about 30 ft (9 m) (Hattin,
1965). McLaughlin (1949) believed the thickness does not exceed 35 ft (11 m) in Pawnee County. The overlying
Greenhorn Limestone has four members, in ascending order: the Lincoln Limestone Member, the Hartland
Shale Member, the Jetmore Chalk Member, and the Pfeifer Shale Member. Lack of good exposures makes
differentiating the members difficult. Generally, the Greenhorn Limestone is composed of alternating beds of
thinner (usually less than 1 ft [0.3 m]) beds of chalky to crystalline limestone and thicker beds of gray, chalky
shale that contain thin beds of bentonitic clay (McLaughlin, 1949). The Fence-post limestone bed is located at or
near the top of the formation (McLaughlin, 1949; Hattin, 1975). The thickness of the Greenhorn averages 100 ft
(30 m) in Rush County (McNellis, 1973) and is thought to be of similar thickness in Pawnee County.
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Dakota Formation—Several isolated outcrops of the Dakota Formation occur in Pawnee County, most notably
near Burdett, Garfield, and Larned. Based on limited outcrops and cuttings from more than 100 test holes,
McLaughlin (1949) described the Dakota as buff, yellow-brown, and brown fine-grained, lenticular sandstone and
variegated sandy clay and clay. The sandstone may be thin-bedded to massive but generally is strongly ripple-
marked and cross-bedded. Although sandstone dominates the outcrops, the Dakota is predominantly clay and
sandy clay (Plummer and Romary, 1942; Fishel, 1952). Topographic expression is variable and depends on
cementation. Well-cemented portions of the Dakota form bluffs near Larned, while low, smooth hills are
1850 characteristic where the sandstone is poorly cemented. In a few places in the county, zones of hard, calcite-
PAWNEE CO STAFFORD cemented “quartzitic” sandstone weather out as rounded boulders or form resistant ledges (McLaughlin, 1949).
The Dakota underlies most of Pawnee County, where the average thickness is thought to be about 200 ft (61 m)
(McLaughlin, 1949).
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